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!  At least four quality speakers for the house (two, if the audience is 100 or less).  These should be 
set up at least 5 feet off the ground so the people in the front row can enjoy the show too. 

 
!  Three monitor speakers (2 for the stage, 1 for the pianist). 

 
!  Six high quality wireless body microphones (headset or over-the-ear), with a small, unobtrusive 

element.  Thin, flesh-colored headsets are preferred.  (An example is the Countryman brand of 
headset.)  One of these mics will be used as a backup/spare. 

 
!  New microphone batteries for the rehearsal and the performance. 

 
!  One piano microphone (if using an acoustic piano). 

 
!  A hand-held wireless microphone corded to the stage (if available) for emergencies. 

 
!  All necessary cables. 

 
!  An experienced sound technician (from the rental company with musical theatre expertise 

preferred) dedicated to all specified load-in/rehearsal/performance times. 
 

!  Please have all these elements ready for use at the agreed-upon time of arrival. 
 
 
4. LIGHTS 
 
The lighting needs of the show are fairly simple and can be somewhat modified to accommodate your 
space.    
 

!  Lighting instruments: at least 2 Lekos or Par cans with 2,000 watts or more. If the throw is more 
than 60 feet, you should add another 1,000 watts. 

 
!  Lighting instruments should be hung on trees near the front of the stage or on pipe overhead. 

 
!  A dedicated 20 amp circuit. 

 
!  A light board or other convenient method for controlling blackouts.  This should be located near 

the sound board - typically in the rear of the house. 
 

!  Please have all these elements ready for use at the agreed-upon time of arrival. 
 
 
 
 
 


